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INTRODUCTION

This service pack extends Works Order Entry to allow the quantity to be manufactured for existing
works orders, to be amended.

Works Order Entry has been updated to allow the quantity to be manufactured to be changed
when amending an existing works order.

Any attempt to reduce or increase the quantity of finished items being manufactured refers back to the
current assembly bill for the product. If any components in the current assembly bill do not appear on
the works order, the quantity to be manufactured cannot be amended.

When the quantity is changed, the system works out the number of each component required using
the current assembly bill and moves this to the first line on the works order for that component.

It should be noted that if the quantity is changed any manual changes to component quantities are not
retained.

The quantities of works orders created for sub-assemblies are also updated to reflect the quantity
amendment.

Limitations:

e The quantity to be manufactured cannot be reduced below the quantity that has already been
completed.

e Issued stock (not used to complete finished products) must be returned before the quantity to
be manufactured is reduced, this restriction is not relevant when the quantity to be
manufactured is increased.

o If lines from a works order have been deleted and then reinserted at a different position, the
works order will be unrecognisable when compared with the assembly bill, in this case the
guantity to be manufactured cannot be amended.

Please note, when the quantity to be manufactured is amended any lines on the works order that do
not appear in the current assembly bill are ignored. A warning is given to state that this has occurred.
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DOCUMENTATION CHANGES

Works Order Entry

& global-dev:24 - PZ - Works Order Entry
File Run Settings Options  Help
Bl Yorks Order Details
\Warks order
\Works order  |WOODDDOO7 J Statuz  |Part Allocated
Details
Product [OHPKIT | victor Portable OHP - kit
Lacation STH J |South of England
Quantity | g Unit  [ITEM |
Required date | J
Sales order J
ACcoumnt | |
Stock levels
Free stock | 0 |ITEM
on wiorks order | 20 [ITEM
Infor matian
Created by | on | at |
armended by | on | at |
| Comments | | lTl Cloze
Partition 2 Computer 10 152724 DCP MG 00 E EDT

Quantity  Enter the quantity of the item to be manufactured. This can be amended
for existing works orders depending on the *Allow amendment of works
order quantities’ system setting.

Note  The number of decimal places when converted to stock units must not
exceed the number allowed for this product. If necessary the quantity is
rounded to ensure this.

If the quantity to be manufactured is amended on an existing works order,
the quantity of components required is calculated based on the current
assembly bill. Any manual changes to the quantity of component lines are
not retained.

If a line from the assembly bill is no longer present on the works order, an
error is given and the process is abandoned.
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The quantity to be manufactured cannot be reduced below the quantity
that has already been completed.

The quantity to be manufactured cannot be reduced if component stock
has been issued (but not used to complete finished products). The user
should use the returns function to return all issued (but not completed)
components to stock before reducing the quantity to be manufactured.

If a line from the assembly bill is no longer present on the works order, an
error is given and the process is abandoned.

If a line is found on the works order that is not present on the current
assembly bill, the line is left unchanged and the user is informed that one
or more additional lines have been found. It is then the users’
responsibility to make sure any changes required to these lines are made
manually.

The quantities for any sub-assembly works orders generated to fulfil the
works order being amended are also recalculated.
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Manufacturer Parameters - Works Order Entry

+ global-dev:24 - P1 - System Parameters [_ O]
File Run Settings Options  Help
Bl Order Entry - Part 1
Details

The following parameters affect how YWorks Crder Entry operates,

Enabling the Allaw amendment of works order lines option allows warks
order lines to be amended, deleted or new components added.

Enabling the Allocate works orders immediately option causes stock 1o
be allocated to a works order line as soon as it has been created,

Enabling the Allow manual sub-assembly explosion option allows 3
quantity of a sub-assembly present on & warks order to be remaved
and replaced by additional works order lines for the sub-assmbly
components required to manufacture the removed quantity,

Enabling the Allow amendment of works order quantities option allows the
quantity of existing works orders to be changed.

Farameters
|_ Allow amendrment of works order lines?
|_ allocate works orders immedately?
|_ Allow manual sub-assembly explosion?
|_ Allowe amendment of works order gquantities?

| MNext = | Close |

15703 DCP MGEZ0 A EC"

Allow amendment of  Set this to allow changes to the quantity to be manufactured for existing
works order  works orders.

guantities?
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